


Technische Details Technical Details

Pneumatische Stempelmaschine für Gürtel mit
Stempeltsich, 300 mm lang, stufenlose
Schnellzentrierung für verschiedene Gürtelbreiten
von 10  50 mm, auswechselbarer
Spezialgummibelag im Stempelbereich

Indirekter pneumatischer Antrieb

3 kN Druck

30 mm Hub

Druckregulierventil mit Manometer

Hubfeineinstellung

Stempelzeitsteuerung

Elektronische Temperaturregelung mit Meßfühler

Automatischer Folientransport mit
Getriebebremsmotor

Sicherhietsauslösung mit Fußpedal und
voreilendem Fingerschutz

Maschinenständer mit eingebauter elektronischer
und pneumatischer Steuerung

Pneumatic stamping maschine for belts with
stamping table, 300 mm long, contiuous quick
centering for various belt widths from 10  50 mm,
exchangeable special rubber coating in the
stamping area

Indirect pneumatic drive

3 kN pressure

30 mm stroke

Pressure regulating valve with manometer

Stroke fine adjustment

Stamping time control

Electroling temperature regulation with sensor

Automaic foil feed with gear brake motor

Safety release with foot pedal and advancing hand
guard

Machine stand with incorporated electric,
electronic and pneumatic control systems
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